June 1. 2004

DRILL HOLES
BOROER REV: DATE:

DRILL HOLES

DRILL HOLES

o

R10-3(1) R10-3(1) R10-3(1) EXISTING SIGNS | PROPOSED SIGNS EXISTING SIGNALS PROPOSED LED SIGNALS NEMA PHASING

9" x 15" 9" x 15" 9” x 15" : 7.8, 3 12 91 @2 @4 @4 ALT
FUSH BUTTON FUSH BUTTON PUSH BUTTON 26,21+ 20 44546 '2 9,10
TOCROSS TOCROSS 16 33,34 36 19,28 35 )
MDDLEBRODK D MIDDLEBRODK RD GREAT SENEGA HWY [ — @ o e EQ
o \ r Great Seneca Hwy Middlebrook Rd @ @0 ° oe {-‘&HB
— e - - £3
iy e RS ULTURN ONL Y ONLY D3-2 ) D3-2 ) @ @e e
- R340 oD R35(L) R 351 (VARIABLE X 18") (VARIABLE X 18") ONLY | = " ~, 127 TED 16”
30" 36' 30" x 38" 30'X 36 R3-5R — COUNTDOWN FLASHING
' Wi16—7p(R
A @ SURVEILLANCE CAMERA
2431 21.23,32 25 17 GROUND FY/G SIGNAL HEAD
Teer o0 — VIDEO DETECTION CAMERA (a—c)
R10-3(1) MOUNTED
SOUTH SOUTH 3" x 15" 11,13,14
[ MARYLAND | [MARYLAND | PUSH BUTTON
- £ —-nmr.m PHASING NOTES:
SCHOOL )y T s . 1.} PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
MD 119 « 30F\>f/go LED 16" PEPCO o 2.) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY
MIDDLEBROOK RD IS CONSIDERED TO M1-5(6) -( Wie=Tp{L) - —
RUN IN AN EAST-WEST DIRECTION - 24 Lk az SIGNAL HEAD . s LT
29,39 22.40,41 GROUND ==
MOLUNTED
DO NOT /
v — N
ENTER MARYLAND /
RaT 5 119
24" x 30" 30" 30° —
' PEPCO —~"
7254888573 T
W T LAY )
—— — -~ \_ T ’&\«gaaﬁg) mo\\
o MD 118 _Jereo —— K — T < sGean
G/ ///,.-””//’ AV
// ,/”/ /ﬁ
.-//
""‘--._-.‘.:-- / /
‘‘‘‘‘‘ . S -
- 3 ,4?/’
-------- . -
TR . / :"////,-/ el
B = — -
— /__'_4_4 // -
— :::-;::-ff f,,"’ . -
- ,// ///
// // Q
. e L~ é;ﬁﬂf,,;::;f”’ffm \Lf/izjl
_____________________________________ % 'KQ
T G
'—'/
\ NOTE: ALL GEOMETRIC IMPROVEMENTS AND PAVING
1S TO BE COMPLETED BY COUNTY FORCES.
T — — - _ GENERAL_NOTES:
__,— BLa. 1. All underground utiiities shown on these plans are schematic only and
E——— W may not be complete. The contractor shall be responsible for notifying
_ _ U - SEE "MISS UTILITY* prior to construction so that all utilities may be located
INSET “A” in the fleld. If the contractor perceives that a confllct betwsen the
utflitles and the fraffic signal will occur. the contractor shall notify
. 1 OWER PEPCO \ o the project engineer Immediately so that the conflict may be resolved.
\ BOX /725488-9657 2. All Traffic Signal Foundations shall be insta!led at the Final Sidewalk
or Curb grade for closed secttons, Highest Roadway Profile Grade for
open sections. T¢ meet clearances as spacified in MD B16.03. MD 818.01,
_ Bl b5 \( MD 818.02, and MD 81B.04 The contractor shall verify ultimate grades
_:::::‘—::::::::::—ﬁ________ﬁ@—f::—_:: B il ) _ : : _ prior to the installation of all signal equipment.
‘‘‘‘‘‘ S/W 3. Al! pavement markings detailed are proposed and are 1o be installed in
e o E S | daccordance with MCDOT stendards. All crosswalks shall be centered on
EXISTING OVERHEAD 1/c RIGHT OF WAY LINE x| y handicap ramps or medlan cut throughs.
<_TQ_(_?R_Y_SIEI____F(E]_(':‘If_-D_R_I‘:f-IEh _________ Al N é 4. The contractor shall remove all unused wiring.
CONSTRUCTION DETAILS ST T e —~~-—=====J= v | - 5. All geometeric work (inciuding paving, sidewalk. handicapped ramps
,,,,,, L ! | P 1 = | < and island removal) shall be done by Montgomery County Forces.
A. Install 10’ breakaway pedestal poles, Countdown pedestrian signal head and dudible pushbutton | ' | T w o) BROAD 6. The contractor shall Ed Rodenhi t Sianal Shop (410)-787-7652
with pedestrian education sign as shown. (Note: 1-2”, 90°polyvinyl chloride (Schedule 80) bend.) =2 || ! N : 0 HAESEQLE} : S to del Tver APS gqgipngﬂfggi testing. o o ool ShoP
|
B. Remove existing signal head and install 5 section signai head in same location. ( Note: Existing 0 \ >— 1| ! | \ | | e
wiring shall be removed. See Wiring Didagram on Sheet 2 of 2). Vo 8.5 = | 1 | _|/|3<_‘9_ | | ©
o ] 1 d o
C. Use existing cabinet and control ler. Vo . L | : | | | 30 1 | O
‘ I MFC
D. Install 2” polyvinyl chloride electrical conduit (Schedule 80) (trenched)}. lal =T | ) | | HaNDHOLE | | aniioLE
H E 9l | I
E. Install 12” white., heat applied permanent preformed +hermoplastic pavement marking. (crosswalk) % |~/ £ a l : | <Irku <§U L[/)>| £ o | |
Wi == MARC
F. Install 24” white, heat applied permanent preformed thermoplastic pavement marking. (stopline) E lmf = o = |Ip | QJ,;.J | TRAIN | |
(] ! at I
G. Remove existing pavement marking line (crosswalk) > [lEll 2 ~ IC|DJ I : é%i ! [
L =~ b 1
H. Remove existing handhole. Cap and abandon existing conduit. = \3\ a | I §g| STATE OF MARYLAND
ol NGBS ™ — | i DEPARTMENT OF TRANSPORTATION
J. Remove existing pedestal pole, all attached signal equipment and foundation \ \| & G |D | %E' STATE HIGHWAY ADMINISTRATION
12" below grade. =4 R ! = <L || | Sy ‘
[ ] o=
K. Use existing handhole. o E | : Eoi WAY )
L . s T lr g BT MD 119 (GREAT SENECA HIGH
. Use existing condui+t. o
—_ xS AND MIDDLEBROCK ROAD
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N. Remove existing pavement marking line (stopline). T. Remove existing pedestdl pole. (Cap and )
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